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ASTRA ALARM VALVES - MODEL B, D, E
The Model B, D and E Wet Alarm Valves are designed for use in Wet Pipe Sprinkler installations

in buildings not subject to freezing temperatures. A variety of trim packages are available to
suit the requirements of various approval authorities and a number of accessories can be supplied.

Wet Alarm Valve stations normally include the Alarm Valve, Trim, Gauges and Butterfly Valve.
Accessories include the Pressure Switches, Retard Chamber and Water Motor Gong.

Sizes 3" (DN 80) 4" (DN 100) 6" (DN 150) 8" (DN 200)

TYPE FL/FL - MOD B

FL/FL - MOD B FL/FL - MOD B FL/FL - MOD B

FL/GR - MOD D FL/GR - MOD D FL/GR - MOD D

GR/GR - MOD E GR/GR - MOD E

BOLT CIRCLE
PN 16 PN 16 PN 16 PN 16

ANSI-125 ANSI-125 ANSI-125 ANSI-125

FACE TO FACE FL/FL : 10- 3/4"

FL/FL - MOD B : 8- 7/8" FL/FL - MOD B : 10- 3/8" FL/FL - MOD B : 11- 3/4"

FL/GR - MOD D : 10- 3/8" FL/GR - MOD D : 11- 5/16" FL/GR - MOD D : 13- 3/16"

GR/GR - MOD E : 11- 1/4" GR/GR - MOD E : 11- 1/4"

WEIGHT FL/FL - 52 lbs

FL/FL - 55 lbs FL/FL - 75 lbs FL/FL - 130 lbs

FL/GR - 50 lbs FL/GR - 65 lbs FL/GR - 125 lbs

GR/GR - 42 lbs GR/GR - 50 lbs

APPROVALS* FL/FL : UL, FM

FL/FL : UL, ULC, FM FL/FL : UL, ULC, FM FL/FL : UL, FM

FL/GR : UL, ULC, FM FL/GR : UL, ULC, FM FL/GR : UL, cUL, FM

GR/GR : UL, cUL, FM GR/GR : UL, cUL, FM

WORKING PRESSURE 175 PSI 175 PSI 175 PSI 175 PSI

*Approvals : All Model B, D, E valves are also LPCB and CE marked
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DESCRIPTION AND OPERATION
The ASTRA Alarm Valve, differential type, consists of a rubber faced cast iron swing clapper seating
on a grooved brass seat. The seat is tinned to prevent the rubber clapper facing from sticking to the seat. An
external by-pass allows a pressure surge from the supply side to by-pass the alarm valve clapper and become 
entrapped in the sprinkler system thus creating an excess system pressure that will steady the clapper. Should
a heavy surge from the supply side unseat the clapper, water will flow into the Retard Chamber.

The Model "E" Retard Chamber is connected into the alarm line piping between the grooved seat of the alarm 
valve and alarm devices such as circuit opener and circuit closer and water motor gong. Specially designed 
inlet and drain orifices allow the Retard Chamber to drain with sufficient speed to prevent false alarms.

The ASTRA Alarm Valve carries UL, ULC, FM, LPCB approvals and CE marking for installation in vertical position.

When a sprinkler head or inspectors test valve is opened, pressure on the system side of the clapper is 
reduced below the pressure on the supply side. The clapper then raises off the grooved seat and permits 
water from the supply to enter the system for distribution on the fire. Water now flows through the uncovered 
groove and into the Retard Chamber and after filling the Retard Chamber, to the alarm devices. A pressure 
surge or water hammer in the supply line will increase the pressure on the supply side of the clapper, causing it
to lift intermittently which may result in false alarm. The ASTRA Alarm Valve will prevent such
false alarms with two features:

A. 
The external by-pass with check valve allows a pressure surge from the supply to by-pass the
alarm valve clapper. This will create an excess system pressure and thus steady the clapper. Should
a heavy surge unseat the clapper and allow water to flow into the alarm line, the Model E Retard 
Chamber then comes into action.

B.
The Retard Chamber consists of two specially designed inlet and drain orifices, which will allow the 
chamber to be drained before filling and activating an alarm device. The Alarm Valve trim has a 
restrictor (strainer) in the intake line to prevent foreign matter from clogging the intake orifice.

MODEL "E" RETARD CHAMBER
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INSPECTION AND MAINTENANCE
The ASTRA Alarm Valve, is constructed so that there is nothing to adjust and that under normal water 
and operating conditions, it requires very little maintenance. 

The two water gauges in the alarm valve trim should indicate different pressure readings. Should these 
pressure readings be equal, assuming that no test or drain valves have been recently opened, or any
sprinkler heads have operated before the system pressure has had a chance to built up, such a condition 
indicates a leak is occuring at some point.

In this event, check all valves in the trimming installation, as well as all test and drain valves on the system, 
making sure that all have been tightly closed and no leakage is occuring. Inspect the system carefully 
for broken fittings or similar damage to the overhead pipe. If this inspection reveals that no leakage is
occuring, it is likely that the rubber clapper facing within the alarm valve needs replacing. A defective 
inspection reveals that no leakage is occuring, it is likely that the rubber clapper facing within the alarm
valve needs replacing. A defective rubber facing is also a major cause of false alarms and renewal will
tend to correct this condition. Such replacement may be found necessary from time to time and a new
rubber facing should be obtained from the valve manufacturer. When this change is necessary it is done
as follows :

1. Notify your insurance carrier that the system is to be temporarily out of service.
2. Close main control valve (OS&Y or post indicator valve located outside building) to shut off water supply. 
A person should be stationed at the valve until service is restored.
3. Open 2" drain valve to drain system.
4. Vent sprinkler system by opening inspectors test valve which is normally located at the top of the system.
5. After system is completely drained, the cover plate can be removed permitting inspection of the 
alarm valve clapper assembly, seat and interior.
6. Raise clapper off seat and scoop out any scale or solid particles around the valve seat. Wipe the surface
off the valve seat with a clean cloth.
7. Renew clapper facing.
8. Clapper assembly may be removed from the alarm valve by removing the two clapper pin plugs, which
permits the removal of the clapper pin.
9. Replace cover plate making sure cover plate gasket is in good condition.
10. Tightly close all drain and test valves making sure to replace any sprinkler heads which may have been 
removed. Leave inspectors test valve open.
11. To prevent alarms from sounding when service is being restored, close the two 1/2" ball valves in the
alarm valve trim
12. Carefully open the main control valve to allow the system to fill slowly. This will prevent any foreign 
matter in the supply main from being washed into the alarm valve. During this time the clapper 
assembly will be open and will automatically reseat when sufficient water has entered the system piping.
13. Allow inspectors test valve to remain open until a steady flow of water is maintained and then close
tightly. This vents as much entrapped air in the sprinkler system as possible.
14. When full pressure is built up in the sprinkler system and the upper gauge on the alarm valve trim reads
higher than the lower gauge, open the main control valve fully and seal.
15. Open the 1/2" ball valve on the alarm line only, and seal. Failure to do so will prevent an alarm from
sounding in the event of a system operation.
16. To test the alarm, open the 1/2" ball valve in the external by-pass trim. This takes water from below
the clapper and permits testing of alarm without raising clapper off the seat.
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3" ALARM VALVE
RATED 175 PSI WORKING PRESSURE

DESCRIPTION AND OPERATION
The ASTRA 3" Alarm Valve, differential type, consists of a rubber faced cast iron swing clapper seating
on a grooved brass seat. The seat is tinned to prevent the rubber clapper facing from sticking to the seat. An
external by-pass allows a pressure surge from the supply side to by-pass the alarm valve clapper and become 
entrapped in the sprinkler system thus creating an excess system pressure that will steady the clapper. Should
a heavy surge from the supply side unseat the clapper, water will flow into the Retard Chamber.

The Model "E" Retard Chamber is connected into the alarm line piping between the grooved seat of the alarm 
valve and alarm devices such as circuit opener and circuit closer and water motor gong. Specially designed 
inlet and drain orifices allow the Retard Chamber to drain with sufficient speed to prevent false alarms.

Parts List

ITEM Part No. DWG No. DESCRIPTION
1 AV-310-01 AVB 3005 Body
2 AV-310-7 AV 3011 Water Seat
3 AV-310-2 AV 3021 Cover
4 AV-310-17 AV 3019 Cover gasket
5 AV-310-3 AV 3008 Cover bolts
6 AV-310-19 AV 3010 Clapper Assem.

7 AV-310-9 AV 3013 Clapper pin
8 AV-310-8 AV 3012 Bushing
9 AV-310-10 AV 3014 Plug

10 AV-310-16 AV 3018 Clapper gasket

11 AV-310-14 AV 3016 Retainer disk
12 AV-310-11 AV 3015 Bolt
13 AV-310-15 AV 3026 O' Ring
14 AV-310-13 AV 3015 Lockwasher
15 AV-310-12 AV 3015 Nut

3" Alarm Valve Model "B"
FLANGE/FLANGE

Approvals : UL, FM, LPCB, CE
Face to face 10- 3/4"

Weight 52 lbs
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4" ALARM VALVE
RATED 175 PSI WORKING PRESSURE

DESCRIPTION AND OPERATION
The ASTRA 4" Alarm Valve, differential type, consists of a rubber faced cast iron swing clapper seating
on a grooved brass seat. The seat is tinned to prevent the rubber clapper facing from sticking to the seat. An
external by-pass allows a pressure surge from the supply side to by-pass the alarm valve clapper and become 
entrapped in the sprinkler system thus creating an excess system pressure that will steady the clapper. Should
a heavy surge from the supply side unseat the clapper, water will flow into the Retard Chamber.

The Model "E" Retard Chamber is connected into the alarm line piping between the grooved seat of the alarm 
valve and alarm devices such as circuit opener and circuit closer and water motor gong. Specially designed 
inlet and drain orifices allow the Retard Chamber to drain with sufficient speed to prevent false alarms.

When installing the trim, care must be taken so that the arrow on the body of the check valve is pointing in the
proper direction. The arrow on the body of the 1/2" check valve must point toward the alarm valve body.

Parts List
ITEM Part No. DWG No. DESCRIPTION

1 AV-10-1 AVB 4005 Body
2 AV-10-7 AV 4011 Water Seat
3 AV-10-2 AV 4007 Cover
4 AV-10-17 AV 4019 Cover gasket
5 AV-10-3 AV 4008 Cover bolts
6 AV-10-19 AV 4010 Clapper Assem.

7 AV-10-9 AV 4013 Clapper pin
8 AV-10-8 AV 4012 Bushing
9 AV-10-10 AV 4014 Plug

10 AV-10-16 AV 4018 Clapper gasket

11 AV-10-14 AV 4016 Retainer disk
12 AV-10-11 AV 4015 Bolt
13 AV-10-15 AV 4017 O' Ring
14 AV-10-13 AV 4015 Lockwasher
15 AV-10-12 AV 4015 Nut

4" Alarm Valve Model "B"
FLANGE/FLANGE

Approvals : UL, ULC, FM, LPCB, CE
Face to face 8- 7/8"

Weight 55 lbs

4" Alarm Valve Model "D"
FLANGE/GROOVE 4" Alarm Valve Model "E"

Approvals : UL, ULC, FM, LPCB, CE GROOVE/GROOVE
Face to face 10- 3/8" Approvals : UL, cUL, FM, LPCB, CE

Weight 50 lbs Face to face 11- 1/4"
Weight 42 lbs
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6" ALARM VALVE
RATED 175 PSI WORKING PRESSURE

DESCRIPTION AND OPERATION
The ASTRA 6" Alarm Valve, differential type, consists of a rubber faced cast iron swing clapper seating
on a grooved brass seat. The seat is tinned to prevent the rubber clapper facing from sticking to the seat. An
external by-pass allows a pressure surge from the supply side to by-pass the alarm valve clapper and become 
entrapped in the sprinkler system thus creating an excess system pressure that will steady the clapper. Should
a heavy surge from the supply side unseat the clapper, water will flow into the Retard Chamber.

The Model "E" Retard Chamber is connected into the alarm line piping between the grooved seat of the alarm 
valve and alarm devices such as circuit opener and circuit closer and water motor gong. Specially designed 
inlet and drain orifices allow the Retard Chamber to drain with sufficient speed to prevent false alarms.

When installing the trim care must be taken so that the arrow on the body of the check valve is pointing in the
proper direction. The arrow on the body of the 1/2" check valve must point toward the alarm valve body.

Parts List

ITEM Part No. DWG No. DESCRIPTION
1 AV-16-1 AVB 6005 Body
2 AV-16-7 AV 6013 Water seat
3 AV-16-2 AV 6009 Cover
4 AV-16-17 AV 6021 Cover gasket
5 AV-16-3 AV 6010 Cover bolts
6 AV-16-19 AV 6012 Clapper Assem.

7 AV-16-9 AV 6015 Clapper pin
8 AV-16-8 AV 6014 Bushing
9 AV-16-10 AV 6016 Plug

10 AV-16-16 AV 6020 Clapper gasket

11 AV-16-14 AV 6018 Retainer disk
12 AV-16-11 AV 6017 Bolt
13 AV-16-15 AV 6019 O' Ring
14 AV-16-13 AV 6017 Lockwasher
15 AV-16-12 AV 6017 Nut

6" Alarm Valve Model "B"
FLANGE/FLANGE

Approvals : UL, ULC, FM, LPCB, CE
Face to face 10- 3/8"

Weight 75 lbs

6" Alarm Valve Model "D"
FLANGE/GROOVE 6" Alarm Valve Model "E"

Approvals : UL, ULC, FM, LPCB, CE GROOVE/GROOVE
Face to face 11- 5/16" Approvals : UL, cUL, FM, LPCB, CE

Weight 65 lbs Face to face 11- 1/4"
Weight 50 lbs
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8" ALARM VALVE
RATED 175 PSI WORKING PRESSURE

DESCRIPTION AND OPERATION
The ASTRA 8" Alarm Valve, differential type, consists of a rubber faced cast iron swing clapper seating
on a grooved brass seat. The seat is tinned to prevent the rubber clapper facing from sticking to the seat. An
external by-pass allows a pressure surge from the supply side to by-pass the alarm valve clapper and become 
entrapped in the sprinkler system thus creating an excess system pressure that will steady the clapper. Should
a heavy surge from the supply side unseat the clapper, water will flow into the Retard Chamber.

The Model "E" Retard Chamber is connected into the alarm line piping between the grooved seat of the alarm 
valve and alarm devices such as circuit opener and circuit closer and water motor gong. Specially designed 
inlet and drain orifices allow the Retard Chamber to drain with sufficient speed to prevent false alarms.

When installing the trim care must be taken so that the arrow on the body of the check valve is pointing in the
proper direction. The arrow on the body of the 1/2" check valve must point toward the alarm valve body.

Parts List

ITEM Part No. DWG No. DESCRIPTION

1 AV-18-1-6 AVB 6005 Body
2 AV-18-3 AV 6013 Cover bolt
3 AV-18-18-2 AV 6009 Cover
4 AV-18-2-2 AV 6021 Clapper
5 AV-18-7 AV 6010 Seat ring
6 AV-18-4 AV 6012 Retainer ring

7 AV-18-10 AV 6015
Cap screw &
Lock washer

8 AV-18-5 AV 6014 Clapper gasket

9 AV-18-12-3 AV 6016 Clapper Assem.

10 AV-18-8 AV 6020 Bushing
11 AV-18-11 AV 6018 Plug
12 AV-18-6 AV 6017 Clapper bushing

13 AV-18-9 AV 6019 Clapper pin
14 AV-18-17 AV 6017 Cover gasket

8" Alarm Valve Model "B"
FLANGE/FLANGE

Approvals : UL, FM, LPCB, CE
Face to face 11- 3/4"

Weight 130 lbs

8" Alarm Valve Model "D"
FLANGE/GROOVE

Approvals : UL, cUL, FM, LPCB, CE
Face to face 13- 3/16"

Weight 125 lbs
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3", 4" & 6" ASTRA WET ALARM VALVE TRIM
VARIABLE PRESSURE / VERTICAL INSTALLATION
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8" ASTRA WET ALARM VALVE TRIM
VARIABLE PRESSURE / VERTICAL INSTALLATION
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