
PyrocousƟ c® Sealant is a one part, acrylic emulsion. It is designed to resist the passage of fi re, smoke, air and sound. The sealant will intumesce 
and form a char when exposed to the heat of a fi re that prevents the passage, of fi re and smoke. In normal use it will maintain the sound 
reducƟ on index of a structure.

PyrocousƟ c® Sealant does not emit halogenated by-products under fi re condiƟ ons, and contains no raw materials known to have an estrogenic 
eff ect in the environment. It has good unprimed adhesion to a wide variety of common building substrates.

The advantages of Pyrocous  c® Sealant are as follows:

• Fire resistance tesƟ ng to EN 1366-3 EI 120, EN 1366-4 EI 240 and BS 476 300mins.

• Fire resistance tesƟ ng to ASTM-E 1966, UL 2079

• CAN/UL 115-11 - ULus & ULc Listed

• Fire Classifi caƟ on EN 13501-2. 

• VOC Tested - ASTM D2369-10, LEED 2009-EQ041 SCAQMD

• CerƟ fi re 3rd Party AccreditaƟ on CF 517.

• AcousƟ c IsolaƟ on to EN 10140 to 48dB.

• Air Permeability tesƟ ng to EN 1026 to 600Pa - 100Pa 0.0/0.0 m3/h/m2.

• Mechanical Adhesion, Tensile tesƟ ng & Shore Hardness to ISO 9046:2005, ISO 8339:2005 & ISO 7619-1:2011.

• Fire resistance tested in fl exible walls, rigid walls and fl oors.

• Tested in Linear Joints up to 50mm wide.

• Tested in large service openings up to 490 x 150mm. 

• Tested with Metallic Pipes, Cables, Cable Bunches, Cable Trays and Cable Ladders.

• Causes no known eff ects to plasƟ c pipes, plasƟ c cables, sheathing or metallic components.

• Contributes to Green Building.

• For use in low movement joints, remains fl exible.

• Advanced formulaƟ on.

• Halogen free, resists fungi and vermin. 

• Shelf Life 18 months.
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SPECIFICATION

Test Iden  fi ca  on 
BMT/MTP/F14022

Results
Rw (C; Ctr)
Flexible Construc  on and
Specimen,14.2m2

Results
Dnew
Flexible Construc  on and
Specimen,14.2m2

Results
Rw (C; Ctr)
Specimen only, 1m2

Results
Rw (C; Ctr)
Solid Flexible Construc-
 on, 14.2m2

EN 10140:2 2010 63 (-1; -7) dB 61 (-1; -6) dB 51 ( -1; -6) dB 65 (-1; -7) dB
Seal Size W x D 60mm x 15mm 60mm x 15mm 60mm x 15mm N/A
Pyrocous  c Sealant on source room side of wall, 15mm deep x 60mm wide x 2000mm high, with 55mm deep Stonewool 
(60kg/m³) backing, drawing reference DET 8-0045 for details

Test Iden  fi ca  on 
C/05/5L/3181/2a

Results
Rw (C; Ctr)
Flexible ConstrucƟ on and
Specimen,2.4m2

Results
Dnew
Flexible ConstrucƟ on 
and Specimen,2.4m2

Results 
Rw (C; Ctr)
Un Sealed Flexible 
ConstrucƟ on, 2.4m2

Results
Rw (C; Ctr)
Solid Flexible Con-
strucƟ on, 2.4m2

EN ISO 717-1:1997 38 (-2; -7) dB 38 (-2; -7) dB 15 (0; 0) dB 40 (0;0) dB
Seal Size W x D 20mm x 12.5mm 20mm x 12.5mm 20mm x 12.5mm 20mm x 12.5mm

Pyrocous  c Sealant seal on both sides of wall, 12.5mm deep x 20mm wide x 1200mm high, with PE backing rod, drawing 
reference DET 8-0051 for details

Packaging 310ml cartridges 25 / 12 per box

Colour White, Grey or Brown (other colours by request)

Slump 5mm aŌ er 1hr in 30mm joints

Shrinkage Approximately 12%

Cure Rate 3mm per day at 50% relaƟ ve humidity 23°C

Specifi c Gravity 1.52 - 1.62 g/cm3

Applica  on temperature +5°C to +40°C

Tack Free 30 mins at 23°C, 50% RH

Water Resistance Good when fully cured

U.V Resistance Good

Joint Movement Remains fl exible

Shelf Life 18 Months
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PERFORMANCE

* InsulaƟ on in fl oor reduces by 50%, however Integrity remains the same.

Floor & Wall Joint Size 
Width x Depth

Backing Gap Face 
Material

Integrity
Ra  ng (mins)

Insula  on
Ra  ng (mins)

Linear Metres
per Cartridge

5mm x 10mm PE Open Cell Foam AAC/AAC 300 300 6.2

10mm x 10mm PE Open Cell Foam AAC/AAC 300 300 3.1

20mm x 10mm PE Open Cell Foam AAC/AAC 300 300 1.55

25mm x 15mm PE Open Cell Foam AAC/AAC 300 215 0.83

30mm x 15mm PE Open Cell Foam AAC/AAC 300 215 0.69

35mm x 20mm PE Open Cell Foam AAC/AAC 300 214 0.44

40mm x 20mm PE Open Cell Foam AAC/AAC 300 214 0.39

45mm x 25mm PE Open Cell Foam AAC/AAC 300 214 0.28

50mm x 25mm PE Open Cell Foam AAC/AAC 300 214 0.25

6mm x 15mm PE Open Cell Foam AAC/STEEL 300 91 4.13

10mm x 15mm PE Open Cell Foam AAC/STEEL 300 91 2.07

15mm x 15mm PE Open Cell Foam AAC/STEEL 300 91 1.38

20mm x 15mm PE Open Cell Foam AAC/STEEL 300 91 1.03

25mm x 15mm PE Open Cell Foam AAC/STEEL 300 91 0.83

30mm x 15mm PE Open Cell Foam AAC/STEEL 300 91 0.69

10mm x 12.5mm PE Open Cell Foam PB/AAC 120 120 2.9

20mm x 12.5mm PE Open Cell Foam PB/PB 120 120 1.45

Small Cables None PB/PB 120 120 N/A

Medium Cables None PB/PB 120 120 N/A

Large Cables MMF PB/PB 120 120 N/A

Metallic Pipes None PB/PB 120 120 N/A
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COMPLIANCE

STORAGE AND DISPOSAL

PyrocousƟ c® Sealant may not be aff ected by an outdoor environment. However, for long term storage and ease of installaƟ on, it is recommended that it should be 
stored indoors ideally in dry frost free condiƟ ons above 0°C and below +30°C.
Shelf Life 18 months.
For health and safety details refer to FSi technical Department.

PyrocousƟ c® Sealant is manufactured in the EU, meeƟ ng the highest quality standard in compliance with BS EN ISO 9001:2008. For fi re test informaƟ on please 
contact FSi technical department.
CERTIFIRE No. CF517

INSTALLATION

InstallaƟ on details and technical support are available from FSi technical department or on the internet at www.fsiltd.com.

• Clean all joints free from dust, oil and grease. 
• Masking surrounding surfaces if necessary. 
• Ensure gap is fi lled using one of the above backing materials (if required). 
• Fill gap to the required depth, tool off  for a smooth fi nish. 
• Minimum depth to be 6mm
For further informa  on see Installa  on Manual.

PE Foam Closed Cell polyethylene backer rod (nominal density 35kg/m³)

MMF Mineral fi bre >60kg/m³ density

The fi re resistance tests have been achieved through tesƟ ng according to EN 1366-3, EN 1366-4 & BS 476 Part 20 & 22/1987 are 
specifi c to the condiƟ ons of test. They do, however, provide a good indicaƟ on of the expected performance of the sealant in fi re 
situaƟ ons. To achieve a specifi c fi re raƟ ng, all substrates being used in the system must have an equivalent fi re raƟ ng.

FSi contribute to Green Building by having a manufacturing policy of 100% recycle and 0% landfi ll for all products. PyrocousƟ c® Sealant 
contributes to a Green Building :-
Low VOC (air quality).
No Power Tools required for installaƟ on (no energy source required). 
Dust free.
Low Ozone DepleƟ on PotenƟ al (ODP).
Low Global Warming PotenƟ al (GWP).
No water polluƟ on.
Smoke and Air Tightness.
Noise ReducƟ on.
Thermal InsulaƟ on.
Recycling of Packaging.
Avoidance of Air FiltraƟ on.
Does not emit halogenated by-products.
Contains no raw materials known to have an estrogenic eff ect.
The life cycle of PyrocousƟ c® Sealant is over 20 years.

ENVIRONMENT
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