
INTRODUCTION

PipeBloc PWP® Pipe Wrap is an intumescent composiƟ on based on elastomeric thermoplasƟ c polymers, binders and designed to provide high 
volume expansion and pressure seal. The product is fi re tested to EN 1366-3:2009 and BS 476 pt 20/22 giving a fi re resistance of up to 240 
minutes.

The pipes tested include PVC, Polypropylene, MDPE, HDPE, and ABS up to a size of 200mm diameter pipes through concrete / blockwork fl oors 
and walls.

The advantages of the PipeBloc PWP® Pipe Wrap are as follows:

• Fire resistance tesƟ ng to EN 1366-3:2009 EI 120, and BS 476 pt 20/22 240mins.

• CerƟ fi re 3rd Party AccreditaƟ on CF 516.

• Fire resistance tested in rigid walls and fl oors.

• Tested in large service openings up to 250 x 150mm. 

• Tested with PlasƟ c Pipes - PVC, Polypropylene, MDPE, HDPE, PP and ABS .

• Causes no known eff ects to plasƟ c pipes, plasƟ c cables, sheathing or metallic components.

• Contributes to Green Building.

• Shelf Life 60 months.

• Suitable for wall and fl oor installaƟ on.

• The product is based on an thermoplasƟ c composite and is therefore non-toxic.

• Halogen free, contains no asbestos, ceramic, mineral fi bres and is environmentally friendly.

• Not aff ected by fungus, vermin or rodents.

• Remains fl exible between -40°C to +130°C, long life and is easy to use.
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PIPE TYPE SIZE RANGE INTEGRITY INSULATION

PVC 28mm – 110mm 180 minutes 180 minutes

HDPE 28mm – 110mm 240 minutes 240 minutes

MDPE 28mm – 90mm 240 minutes 240 minutes

ABS 28mm – 160mm 240 minutes 240 minutes

PIPE TYPE SIZE RANGE INTEGRITY INSULATION

PVC 55mm – 200mm 240 minutes 240 minutes

PE 55mm – 160mm 240 minutes 240 minutes

ABS 55mm – 160mm 240 minutes 240 minutes

InstallaƟ on details and technical support are available from FSi technical department or on the internet at www.fsiltd.com

• Place wrap around pipe and secure with adhesive tape supplied.

• Adjust the posiƟ on of the wrap so that the edge is central within the wall or fl oor surface.

• Fill annular gap with Silverseal®  HS FM Fire Mortar or PyrocousƟ c® Sealant to a depth of 5mm.

• Maintain record of installaƟ on.

For further informaƟ on see InstallaƟ on Manual.

INSTALLATION

Pipe Diameter 28mm, 32mm, 55mm, 63mm, 75mm, 82mm, 90mm, 110mm, 125mm,
160mm or 200mm
(other sizes on request)

Width (Nominal) 60mm

Thickness (Nominal) 3.5mm up to 63mm, 6mm up to 110mm & 9.5mm thereaŌ er

Density 1.3 kg/m³

Volume Expansion at 300°C 25 Ɵ mes

Fire Resistance Up to 4 hours BS 476 part 20 & EN1366–3: 2004

SPECIFICATION
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STORAGE AND DISPOSAL

PipeBloc PWP® Pipe Wrap is not aff ected by outdoor environment. However, for long-term storage and ease of installaƟ on, it is recommended 
that it should be stored indoors. No limit is given for the shelf life as the product will not deteriorate in storage.

PipeBloc PWP® Pipe Wrap is manufactured in the EU, meeƟ ng the highest quality standard in compliance to BS EN ISO 9001:2008. For fi re test 
cerƟ fi caƟ on contact the FSi technical department.

CERTIFIRE No. CF516

COMPLIANCE
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FSi contribute to Green Building by having a manufacturing policy of 100% recycle and 0% landfi ll for all products. PipeBloc PWP® Pipe Wrap 
contribute to a Green Building :-
Low VOC (air quality).
No Power Tools required for installaƟ on (no energy source required). 
Dust free.
Low Ozone DepleƟ on PotenƟ al (ODP).
Low Global Warming PotenƟ al (GWP).
No water polluƟ on.
Smoke and Air Tightness.
Noise ReducƟ on.
Thermal InsulaƟ on.
Recycling of Packaging.
Avoidance of Air FiltraƟ on.
Does not emit halogenated by-products.
Contains no raw materials known to have an estrogenic eff ect.
The life cycle of PipeBloc PWP® Pipe Wrap is over 25 years.

ENVIRONMENT


