
INTRODUCTION

Stopseal® Fire BaƩ , PS® CoaƟ ng and PyrocousƟ c® Sealant are designed to prevent the passage of fi re and smoke between compartment walls and 
fl oors built from masonary, composite parƟ Ɵ on or plasterboard whilst sƟ ll allowing the installaƟ on of services. The product is tested to EN1366-3 
and BS476 pt 20/22 giving a fi re resistance and smoke barrier for up to 240 minutes. 

The Stopseal® Fire BaƩ  has a 1200mm x 600mm x 50mm >140kg/m³ stone fi bre core coated with the PyrocousƟ c® Sealant on both sides or 1 side 
depending on requirements. At normal temperatures, the Stopseal® Fire BaƩ  installed with PS®  CoaƟ ng and PyrocousƟ c® Sealant remains fl exible 
to permit thermal and mechanical movement of the services. Both products are unaff ected by oil, fungus, moisture and contain no halogens or 
asbestos.

COAT BACK OF SERVICES IS NOT REQUIRED

The advantages of the Stopseal® Fire Ba   and Coa  ng are as follows:

• Fire Resistant tesƟ ng to EN 1366-3 EI 60 E 90, BS 476 - 240mins.

• Fire Classifi caƟ on to EN 13501-2.

• CerƟ fi re 3rd Party AccreditaƟ on CF513.

• IET (IEE) 17th EdiƟ on Fire Stop Compliant to RegulaƟ on 527.1-3 - Electrical InstallaƟ ons. 

• BS 7671-2008 Chapter 42 & 52 - Electrical InstallaƟ ons Fire Resistance.

• Fire resistance tested in fl exible walls, rigid walls & fl oors,  composite panel, CLT wall and Durasteel wall.

• Air Permeability tesƟ ng to EN 1026 to 600Pa.

• AcousƟ c IsolaƟ on tesƟ ng to EN 10140 up to 60dB.

• Suitable for indoor use without addiƟ onal environmental protecƟ on.

• Remains fl exible between -5°c to +70°c.

• Easy to use fi bre free sealant.

• Stopseal® Fire BaƩ  standard 50mm thickness gives 4 hours fi re and smoke barrier and up to 2 hours insulaƟ on.

• Life expectancy of over 25 years.

• Suitable for large openings in walls and fl oors with addiƟ onal supports.    

• Contributes to Green Building.
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INSTALLATION

InstallaƟ on details and technical support are available from FSi technical department or on the internet at www.fsiltd.com

• Use rubber gloves and protecƟ on to avoid skin and eye contact.

• Cut BaƩ  to suit the opening.

• Apply PS® CoaƟ ng or PyrocousƟ c® Sealant to cut surface and the maƟ ng substrate.

• Assemble baƩ  into the opening in as fewer pieces as possible.

• Fill large voids with off  cuts of BaƩ .

• Apply PS® CoaƟ ng or PyrocousƟ c Sealant from the cartridge/pail to close any visible opening.

• Maintain record of installaƟ on.

• Should there be a clear opening (no services) greater than 1200mm x 1200mm a steel support system should be used.

For further informa  on see Installa  on Manual.

Dimensions 1200mm x 600mm x 50mm

Stone Fibre Density > 140Kg/m³

Coa  ng Thickness 1mm Nominal, 2.2kg wet fi lm coaƟ ng

Fire Resistance 4 hours – EN 1366-3; EN 1363-1 EN 13501-2, BS 476 pt 20/22

Insula  on (Single Ba  ) 142 minutes on seal face, EI 60, E 90

Insula  on (Double Ba  s) 264 minutes on seal face

Acous  c Performance AcousƟ c ReducƟ on up to 48Rw, 60DnTw(Double 50mm BaƩ ) EN 10140
AcousƟ c ReducƟ on of 24Rw, 38DnTw (Single 50mm BaƩ ) EN 10140

Air Permeability 600Pa EN 1026 - 100Pa 1.8/1.4 m3/h/m2

Thermal Conduc  vity (U Value) 0.034 W/mK at 10°C

Pyrocous  c® Sealant coverage 2.15kg Spread, 2.20kg Spray

Maximum Size of Seal Wall 5.76m², Floor 2.88m²

Maximum Size – Unsupported 2880 x 1440mm (with services) 1200 x 1200mm (no services)

Maximum Size - Plasterboard 2400 x 1200mm

Maximum Size - Unsupported Floor 1600 x 700mm

Mechanical support 30mm x 30mm x 1.6mm steel angle

SPECIFICATION
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STORAGE AND DISPOSAL

Stopseal® Fire BaƩ  is may not be aff ected by an outdoor environment. However, for long term storage and ease of installaƟ on it is recommended 
that it should be stored indoors, ideally in dry condiƟ ons. Ideal storage temperature between -5°C and +30°C. For health and safety details refer 
to FSi technical department.

COMPLIANCE

The Stopseal® Fire BaƩ , PS® CoaƟ ng and PyrocousƟ c® Sealant are manufactured in the EU, meeƟ ng the highest quality standard in compliance with 
BS EN ISO 9001:2008. For fi re test cerƟ fi caƟ on contact FSi technical department.  CERTIFIRE No. CF513

ENVIRONMENT

FSi contribute to Green Building by having a manufacturing policy of 100% recycle and 0% landfi ll for all products. Stopseal Fire BaƩ s  
contributes to a Green Building :-
Low VOC (air quality).
No Power Tools required for installaƟ on (no energy souce required). 
Dust free.
Low Ozone DepleƟ on PotenƟ al (ODP).
Low Global Warming PotenƟ al (GWP).
Smoke and Air Tightness.
Noise ReducƟ on.
Thermal InsulaƟ on.
Recycling of Packaging.
Avoidance of Air FilteraƟ on.
Core being manufactured in accordance with ISO14001. 
The life cycle of Stopseal Fire BaƩ s is over 25 years.
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