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Centrifugal Fire Pumps, End Suction

See General Information for Centrifugal Fire Pumps, End Suction

EBITT FLUID TECHNOLOGIES EX26651

Kocullu Mah. Dogru Sk.No:6

34799 Instanbul, TURKEY

Rated
Capacity

GPM

Size

In.

Model

Dsg

Rated Net
Pressure

Range

psi

Approx
Speed

RPM

Max
Working
Pressure

psi

200 2x3 N 50/260 99-138 3000 217

250 2x3 N 50/260 95-135 3000 217

300 2.5x4 N 65/260 92-139 3000 232

400 2.5x4 N 65/260 90-138 3000 232

450 2.5x4 N 65/260 87-135 3000 232

450 3x5 N 80/250 101-146 3000 203

500 3x5 N 80/250 99-146 3000 203

50 1.2x2 N 32/250 102-145 3000 204

100 1.2x2 N 32/250 101-142 3000 204

150 1.2x2 N 32/250 97-137 3000 204

500 3x4 N 80/315 152-234 3000 270

500 4x5 N 100/315 144-213 3000 247

750 4x5 N 100/315 137-210 3000 247

750 4x5 N 100/250 79-142 3000 189

1000 4x5 N 100/250 71-140 3000 189

750 5x6 N 125/315 139-222 3000 260

1250 8x6 N 150/315 122-204 3000 246

750 6x4 N 100/330 186-217 3000 290

1000 6x4 N 100/330 177-212 3000 290

1250 8x5 N 125/330 157-220 3000 259

1500 8x5 N 125/330 153-219 3000 259

1500 8x6 N 150/330 184-217 3000 321

2000 8x6 N 150/330 183-216 3000 321
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