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QXCZ.EX3325
 Centrifugal Fire Pumps, In-line
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Centrifugal Fire Pumps, In-line
 
See General Information for Centrifugal Fire Pumps, In-line
 
S A ARMSTRONG EX3325
23 BERTRAND AVE
TORONTO, ON M1L 2P3 CANADA

 
Rated

 Capacity
 GPM

 
 

Size
 In.

 
 

Model
 Dsg

Rated Net
 Pressure
 Range

 psi

 
Approx

 Speed
 RPM

Max
 Working

 Pressure
 psi

50 2 x 1-1/2 LA-F 47-148 3565 200

50 2 x 2 2x2x8FM 43-86 2945 250

50 2 x 2 2x2x8FM 61-121 3500 250

100 2 x 1-1/2 LA-F 40-140 3565 200

100 2 x 2 2x2x8FM 41-86 2945 250

100 2 x 2 2x2x8FM 59-122 3500 250

150 2 x 2 2x2x8FM 56-120 3500 250

150 3 x 2 LA-F 40-127 3550 200

200 3 x 3 3x3x8FM 44-83 2945 250

200 3 x 3 3x3x8FM 50-117 3500 250

200 4 x 3 LA-F 45-125 3570 200

250 3 x 3 3x3x8FM 42-83 2945 250

250 3 x 3 3x3x8FM 48-117 3500 250

250 4 x 3 LA-F 40-123 3570 200

300 3 x 3 3x3x8FM 40-82 2945 250

300 3 x 3 3x3x8FM 46-117 3500 250

300 4 x 3 LA-F 43-120 3570 200

400 5 x 5 5x5x8FM 54-104 3500 250

400 6 x 4 LA-F 45-133 3550 350

450 5 x 5 5x5x8FM 52-104 3500 250

450 6 x 4 LA-F 43-132 3550 350

500 5 x 5 5x5x8FM 50-102 3500 250

500 6 x 4 LA-F 40-131 3550 350

750 6 x 4 LB-F 76-110 3560 350

750 6 x 5 LY-F 40-70 1780 200

1000 8 x 8 43PF-8x8x13 40-67 1775 155

1000 8 x 8 8X8X15FM 49-72 1480 200

1000 8 x 8 8X8X15FM 73-106.5 1780 200

1250 8 x 8 8X8X15FM 46-70 1480 200

1250 8 x 8 8X8X15FM 70-104 1780 200

1500 8X8 8X8X15FM 66.5-101 1780 200
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1000 8 x 8 43PF-8x8x16FM 83.5-101 1780 200

1250 8 x 8 43PF-8x8x16FM 79.5-97 1780 200

1500 8 x 8 43PF-8x8x16FM 74.5-92 1780 200

1000 8 x 8 43PF-8x8x16FM 56-68 1480 200

1250 8 x 8 43PF-8x8x16FM 52-64 1480 200
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