TEKNIK DETAYLAR

TECHNICAL DETAILS kKouse

Parca No Ozellikler Properties
~Part Number Parca Adi Part Name Malzeme Material
Sprinkler Ucu (1/2”) St 37.2
172" 1 1 . . .
Sprinkler Connection (1/2") AlSI 304 - AlSI 316 (Op.)
5 Ara Boru SIE37a2
Extension Pipe AlSI 304 - AlSI 316 (Op.)
. 5 el AlSI 304
| 5 Metal Ring of Braid
|
\ y Orgo AlS| 304
N | Braid
g e
| 5 Hortum AlS| 3161
' Hose
! 6 Yangin Hat Baglantisi (1") SiE87:2
| Fire Line Connection (1") AlSI 304 - AISI 316 (Op.)
i (Op.) = Opsiyonel Optional
Ozelikler Modeller Properties
" Properties Spr 20 Spr 25
(3%
Hortum Capi
Hose Size DN 20 s
SRl 1/2", 3/4"
4 Sprinkler Size
Yangin Hat Baglantisi 1
Fire Line Connection
/,\’?89\
LINININoNd Standart Boylar 500 mm, 600 mm, 700 mm, 1000 mm, 1200 mm,
AR
AR Standart Lenghts 1500 mm, 1800 mm, 2100 mm, 2300 mm, 2500 mm,
NNINII9NY
Qgggggsggg Farkll uygulamalar iin satis servisimize danisabilirsiniz.
:\'\gsgc{s‘ You may contact our sales service for different applications.
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Baglanti Seti Ozellikleri
Properties of Connection Set NN

Malzeme Material : Galveniz Kapli DKP Sac
: Galvanized DKP Metal Sheet,
Set icerigi Set Content :2 Adet Yan Destek Kelepcesi

: 2 Pieces Side Support Clamps,

: 1 Adet Hortum Sabitleme Kelepcesi
\ 6 : 1 Piece Hose Fixing Clamp,

: 1 Adet Tavan Aski Profili

: 1 Piece Ceiling Suspension Rod,
: 1 Takim Baglanti Civata ve Somunlar DN
: 1 Set of Connection Bolts and Nuts. 8

1" NPT

Tavan Aski Profili standart 70 cm’ dir. Farkli tavan uygulamalari igin Satis Servisimize danisiniz.
Ceiling Suspension Rod is standart 70 cm. You may contact our sales service for different ceiling applications.
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FITTINGS DETAYLARI
FITTINGS DETAILS

Olciiler Dimentions Biikiim Yaricapi Bend Radius

Modeller 5I§ﬁ|‘él’“ : - - Basing Pressure Adirlik Weight
) IR di d2/D Tolerans (mm) Statik Dinamik (20 °C - bar) (ki
: ARt g/m)
ifbeeis Dimentions (mm) (mm) Tolerance Static Dynamic
Spr 20 DN 20 3/4" 20,5 26,728 +0,3 70 169 56 0,420
Spr 25 DN 25 1” 25,4 31,8/ 33,7 +03 85 190 64 0,670



BAGLANTI SETI DETAYLARI

DETAILS OF CONNECTION SET TETE
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YAN DESTEKLER

SIDE SURPRCIE

imbus civataile daha hizli ve kolay montaj imkani.
It enables to mount more quickly and easily with the imbus bolf.

Disa dogru ve destek boyunca surekli federler ile daha rijit baglanti.
Connect more rigidly with the outward continuous feeders along the support.

Yan destek Uzerindeki tirnaklar ikinci bir anahtar intiyacina gerek kalmadan
tavanda hizli, gUvenilir, kolay montaj imkani saglar.
The tabs on the side support enable to mount on the ceiling quickly, safely

and easily without a need for wrench

Temas yUzeyi arttinimis yan destek kulaklar ile yUksek baglanti mukavemeti.
The strength of the connection has been provided by increasing the contact surface
on the metal profile with the side support flaps.

ORTA KELEPCE

CENTRAL CLAMPS

Sprinkler hortumu ¢capinda dizayn edilmis radyUsler ani verilen basinclarda sistemin

rijit bir sekilde kalmasini saglar.
The radiuses designed in the diameter of the sprinkler hose enable the system to remain rigid

n the pressures released suddenly.

Orta kelepce Uzerindeki tek civata tavanda montaj kolayhdi saglar. islemin allen

anahtari ile yapilmasi montaj hizini artirir.
The single bolt on the central clamps allows easy mounting on ceiling, and performing the

process with a single Allen key accelerates the connection.

KUTU PROFIL

BOX PROFILE

15 x 15 mm galvaniz kapl kutu profil degdisik boylarda yapilabilir.
The 15x15 mm galvanized box profile can be made in different sizes.



MONTAJ DETAYLARI

iSprinkler hortumunun 1" nipel kismi yangin hattindaki mekanik T
veya mansona anahtar

yardimiyla sikilir.

The 1" nipple of the sprinkler hose is secured to the mechanical T or
clamping sleeve using

a wrench.

Kutu profil, sag-sol yan destekler ve orta kelepce Sekil 2-A" da

e goruldugu gibi birlestirilir
- Bu islem esnasinda yan destek Uzerindeki tirnaklarin iceriye dogru
h‘ﬁ—ﬁ olduguna dikkat edilmelidir.
~ -~ - Kutu profil; yan destekler Uzerinde kenarlardan esit miktarda
cikinti kalacak sekilde durmalidir.

Daha sonra Sekil 2-B" deki gibi baglanti seti; favanin ‘T' profiline

Sekil 2-A irtibatlandirilir.

The box profile is assembled by connecting the left and right
supports and middle clamp as shown in Diagram 2-A.

- During this process, attantion must be paid so that the
connecting tabs on the sides of the side supports are facing inward.
- Box profile; must be positioned on the side supports with equal
protrusion from both sides.

Next, the connection kit is connected to the ‘T’ profile on the ceiling
as shown in Diagram 2-B.

Sprinkler hortumunun bosta kalan 1/2" kismi orta kelepceye
sekildeki gibi gecirilir.

The 1/2" part of the sprinkler hose that is left outside is placed on the
clamp as shown

in the diagram.




